
The Hach Pocket Colorimeter II is calibrated

for one to two parameters, with low or 

high range. Each instrument comes 

in a ready-to-use kit that includes 

a manual, pre-measured unit dose 

reagents, sample cells, and a 

sturdy custom carrying case.

T H E  N E W

P O C K E T  C O L O R I M E T E R ™ I I

R U G G E D

B A C K L I T
W A T E R P R O O F



Ra sang min
비색계에 뚜껑을 걸어둘 수 있도록 줄 고리를 추가하였습니다. 더 이상 뚜껑을 잊어버리거나 바닥에 떨어지는 일이 없습니다.

Ra sang min
수년간 고장이 없으며 전기적으로나 광학적인 영향에 잘 견디는 구조로 설계하였습니다.

Ra sang min
․ Read/Enter 키 - 시료 측정과 메뉴 선택 시에 사용합니다.․ Menu 키 - 빠르고 간편하게 메뉴를 검색할 수 있으며, 간편하게 항목을 선택할 수 있습니다. ․ Zero/Scroll 키 - 측정 시에는 기기의 제로를 맞출 때 사용하며, 메뉴 옵션에서는 메뉴를 스크롤 할 때 사용합니다.

Ra sang min
lanyard

Ra sang min
Simple fast user interface

Ra sang min
Rugged Construction

Ra sang min
Power/Back light 키는 기기의 전원을 키거나 화면에 불이 들어오게 하여 측정값을 훨씬 편하게 읽을 수 있습니다. 

Ra sang min
Power/Back light 키

Ra sang min
본 표시는 수면 아래 1 m 에서 30분 동안 방수효과 (IP67 규정) 가 있음을 의미합니다.

Ra sang min
Wateproof

Ra sang min
Range Indicator

Ra sang min
측정 범위 표시 아이콘은 기기의 측정 범위 또는 테스트하고 있는 기기의 변수를 표시하여 줍니다. 여러 가지 변수에 있어  두 가지의 서로 다른 측정 범위를 측정할 수 있습니다.

Ra sang min
Datalogging/Recall

Ra sang min
최근의 측정 데이터와 측정 시간을 10 개까지 기록합니다. 더 이상 일일이 종이에 손으로 기록하는 수작업 방식의 데이터 기록은 필요 없습니다. 

Ra sang min
Battery Indicator Icon

Ra sang min
배터리의 수명을 표시합니다. 배터리 아이콘은 배터리의 교체시기를 알려줍니다.

Ra sang min
 당사는 더 다양하면서도 사용하기에 간편한 새로운 기능을 추가하여 Pocket colorimeter를 제작하였습니다.

Ra sang min
  Hach 사의 이름은 당사 제품의 단순함, 정확성, 최선의 서비스를 의미합니다.



The compact size of the
Pocket Colorimeter I I
makes it very portable and
convenient.

P A R A M E T E R S  F O R  
E N V I R O N M E N T A L  T E S T I N G

Aluminum
Ammonia

Bromine
Chlorine, Free & Total

Chlorine, F & T + pH
Chlorine Dioxide
Copper

Dissolved Oxygen
Fluoride

Iron, FerroVer

Iron, TPTZ
Lead, LeadTrak

Manganese, High Range
Manganese, Low Range

Monochloramine
Nitrate
Ozone

Phosphate
Sulfate

Zinc

 




A N A LY T E O L D  R A N G E N E W  R A N G E

AMMONIA 0-0.50 mg/L 0-0.80 mg/L

CHLORINE 0-5.00 mg/L 0-10.0 mg/L

CHROMIUM 0-0.50 mg/L 0-0.70 mg/L 

COPPER 0-4.00 mg/L 0-5.00 mg/L

IRON, TPTZ 0-1.20 mg/L 0-1.70 mg/L

IRON, FERROVER COMBINED HIGH/LOW RANGE TO 0-5.00 mg/L

MOLYBDENUM 0-2.5/0-10.O mg/L 0-3.0/0-12.0 mg/L

Ammonia

Dissolved Oxygen

Nitrate

Phosphate

P A R A M E T E R S  F O R  
I N D U S T R I A L  C O N T R O L

Ammonia

Bromine

Chlorine

Chlorine Dioxide

Chromium, Hexavalent

Dissolved Oxygen

Iron, TPTZ

Molybdate

Nickel & Cobalt

Nitrate

Ozone

Phosphate

Phosphonate

Silica

Zinc

P A R A M E T E R S  F O R  D R I N K I N G  W A T E R
A N D  W A S T E W A T E R

The abil ity to float is just one
of the great new features of
the Pocket Colorimeter I I .

Ra sang min
간편합니다.

Ra sang min
이전의 것과 동일한 장점을 가지면서도 새로운 기능을 추가하였습니다. Hach의 비색계는 실험실에서 간편하게 다룰 수 있으면서도 정확성과 재현성이 뛰어납니다.

Ra sang min
방수가 되면서도 가볍고 경제적입니다.

Ra sang min
본 제품은 0.23 ㎏ 정도로 실제 주머니에 넣고 다닐 수 있을 만큼 가벼우며, 누구라도 사용할 수 있을 정도로 저렴한 가격입니다. 환상적이지 않습니까!

Ra sang min
정확성과 재현성 측정

Ra sang min
어디에서라도, 본 제품은 값비싼 실험 기기와 비교함에 있어 정확성과 재현성을 제공합니다. 광원으로는 수명이 긴 LED를 사용하였습니다.

Ra sang min
사용자 위주의 프로그램

Ra sang min
기기는 공장에서 미리 35 가지 이상의 변수(대부분 EPA 검증 실험법에 기초함)에 대하여 프로그램이 입력되어 있습니다. 수동 보정이 필요치 않습니다. blank로 제로를 잡고 반응한 시료를 삽입하고, 결과를 읽는 매우 간편한 방식의 측정이 이루어집니다. 정말 간편하지 않습니까!

Ra sang min
더 정밀한 광학 구조

Ra sang min
검증된 고성능 광학 시스템으로 암모니아, 염소, 크롬, 구리, 철, 몰리브덴을 측정할 수 있도록 측정 영역이 확장되었습니다.

Ra sang min
사용자 보정을 입력할 수 있도록 처음으로 개선되었습니다. 본 기능은 사용자가 검량선 또는 표준화를 실행할 수 있도록 한 기능입니다.

Ra sang min
또한, 검증된 광학계는 기기의 흡광도 범위를 0-2.5 Abs.로 넓혔습니다.

Ra sang min
또한, 당사는 사용자만의 방법으로 2-10 개의 표준을 이용하여 보정한 값을 입력할 수 있습니다. Hach의  Spec√™ 표준은 9개의 다른 변수를 실행하여 보정하도록 하였습니다. 



O R D E R I N G
Alachlor (PN 28129-00)
0.1, 0.5 ppb thresholds
Method: Immunoassay (18 tests)

Aluminum (PN 58700-25)
Range: 0.1-0.80 mg/L
EDL: 0.01 mg/L
Method: Aluminon (100 tests)

Ammonia** (PN 58700-40)
Range: 0.1-0.8-mg/L
Method: Salicylate (100 tests)

Atrazine (PN 27635-00)
0.1, 0.5, 3.0 ppb thresholds
Method: Immunoassay (18 tests)

Bromine (PN 58700-01)
Range: 0.05-4.5/0.2-10 mg/L
Method: DPD (50-100 tests)

Chlorine, F* & T* ** (PN 58700-00)
Range: 0.02-2.00/0.1-8.0 mg/L
Method: DPD (50 tests)

Chlorine, F* & T* ** & pH
(PN 58700-12)
Range: 0.1-10.0 mg/L Cl2
Method: DPD (100 tests)
Range: 6.0-8.5 pH
Method: Phenol Red (100 tests)

Chlorine Dioxide (PN 58700-51)
Range: 0.05-5.00 mg/L
Method: DPD/Glycine (100 tests)

Chromium, Hexavalent**
(PN 58700-17)
Range: 0.01-0.70 mg/L
Method: 1,5 diphenylcarbohydrazide
(100 tests)

Copper** (PN 58700-19)
Range: 0.04-5.00 mg/L
Method: Bicinchoninate (100 tests)

Fluoride* ** (PN 58700-05)
Range: 0.1-2 mg/L‡

Method: SPADNS (50 tests)

Iron, FerroVer®

(PN 58700-22)
Range: 0.02-5.00† mg/L
Method: FerroVer (100 tests)

Iron, TPTZ (PN 58700-16)
Range: 0.01-1.70 mg/L
Method: TPTZ (50 tests)

Lead, LeadTrak™

(PN 58700-21)
Range: 5-150† µg/L
Method: Fast Column Extraction 
(20 tests)

Manganese, LR (PN 58700-18)
Range: 0.01-0.70 mg/L
Method: PAN (100 tests)

Manganese, HR** (PN 58700-15)
Range: 0.2-20.0 mg/L
Method: Periodate Oxidation 
(100 tests)

Metachlor (PN 28134-00)
0.5, 2.0 ppb thresholds
Method: Immunoassay (18 tests)

Molybdate (PN 58700-10)
Range: 0.02-3.00/0.1-12.0 mg/L
Method: Ternary Complex (100 tests)

Monochloramine/Free Ammonia
(PN 58700-14)
Range: 0.04-4.50 mg/L as N

0-1.65 NH2Cl, 0-0.55 NH3
Method: Indophenol (50 tests)

Nickel & Cobalt (PN 58700-20)
Range: 0.01-1.00 mg/L Ni

0.02-2.00 mg/L Co
Method: PAN (100 tests)

Nitrate (PN 58700-02)
Range: 0.4-30.0 mg/L
Method: Cadmium Reduction (100 tests)

Oxygen, Dissolved
(PN 58700-03)
Range: 0.2-10.0 mg/L
Method: HRDO (50 tests)

Ozone (PN 58700-04)
Range: 0.01-0.25/0.01-0.75 mg/L
Method: Indigo Trisulfonate (50 tests)

PCB in Soil (PN 27734-00)
1, 5, 10, 50 ppm thresholds
Method: Immunoassay (18 tests)

Phosphate (PN 58700-06)
Range: 0.02-3.00 mg/L
Method: PhosVer® 3 (100 tests)

Phosphonate, Complete
(PN 58700-07)
Without UV Lamp
(PN 58700-53)
Range: 0.2-25.0/1-125 mg/L 
Method: PhosVer 3 w/ UV Digestion
(100 tests)

Silica (PN 58700-34)
Range: 1-100 mg/L
Method: Silicomolybdate (100 tests)

Sulfate (PN 58700-29)
Range: 2-70† mg/L
Method: Turbidimetric (100 tests)

TPH in Soil (PN 27750-00)
20, 50, 100, 200 ppm thresholds
Method: Immunoassay (18 tests)

TPH in Water (PN 27742-00)
2, 5, 10, 20 ppm thresholds
Method: Immunoassay (18 tests)

Zinc** (PN 58700-09)
Range: 0.02-3.00 mg/L
Method: Zincon (100 tests)

* Method is USEPA accepted or approved 
for drinking water (additional steps may 
be required)

**Method is USEPA accepted or approved 
for wastewater (additional steps may 
be required)

‡ Greater sensitivity (0.01 mg/L) is achieved 
by substituting bottled SPADNS reagent 
for the AccuVac Ampuls provided in the kit.

† Subject to sample variability

S P E C I F I C A T I O N S * * *

POWER SUPPLY 4 AAA batteries, approximate life of 2000 tests 
(use of backlight reduces this number)

LAMP Light Emitting Diode (LED)

DETECTOR Silicon detector

WAVELENGTH Fixed wavelength ±2 nm, varies with model

FILTER BANDWIDTH 15 nm

ABSORBANCE RANGE 0 to 2.5 Abs

DIMENSIONS 6.1 x 15.5 x 3.5 cm (2.45 x 6.2 x 1.4 in.)

NET WEIGHT 0.23 kg (0.5 lbs.)

OPERATING CONDITIONS 0 to 50° C; 0 to 90% relative humidity

SAMPLE CELL PATHLENGTH 1 inch£ and 22 mm

COMPLIANCE European CE mark

DISPLAY LCD, backlit

WARRANTY 2 years

ENCLOSURE IP67, waterproof at 1m for 30 minutes

*** Subject to change without notice
£ Not used on all instruments

T h e  N E W P o c k e t  C o l o r i m e t e r  I I

For current price information,
technical support and ordering
assistance, contact the Hach
office or distributor serving
your area.

In the United States, contact:

HACH COMPANY
P.O. Box 389
Loveland, Colorado 80539-0389
U.S.A.
Telephone: 800-227-4224
Fax: 970-669-2932
E-mail: orders@hach.com
www.hach.com

U.S. exporters and customers in
Canada, Latin America, 
sub-Saharan Africa, Asia and
Australia/New Zealand, contact:

HACH COMPANY World
Headquarters
P.O. Box 389
Loveland, Colorado 80539-0389
U.S.A.
Telephone: 970-669-3050
Fax: 970-461-3939
E-mail: intl@hach.com
www.hach.com

In Europe, the Middle East, and
Mediterranean Africa, contact:

HACH + LANGE Europe
Dr. Bruno Lange GmbH & Co. KG
Willstätterstraße 11
D-40549 Düsseldorf GERMANY
Telephone: +49 (0) 211 5288-0
Fax: +49 (0) 211 5288-143
E-mail: kundenservice@drlange.de
www.drlange.com
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