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Dissolved Oxygen: Hach LDO® Probe, Model 2 HaCH_U.S.a

FeatuReS anD beneFitS

● Calibration 불필요
● 발광 기술을 이용한 전극으로 막을 교체 불필요
● 새로운 디자인으로 내구성이 증가 및 간편한 사용

SPeciFicationS

Measuring Range
0 - 20.00 ppm
0 - 20.0 mg/L
0 - 200% saturation

Accuracy
±0.1 ppm Below 5 ppm
±0.2 ppm Above 5 ppm
Temperature: ±0.2°C

Response Time at 20ºC: To 95% in less than 60 seconds
To 90% in less than 40 seconds

Resolution 0.01 ppm (mg/L) / 0.1% saturation

Repeatability ±0.1 ppm (mg/L)

Operating Temperature 0 to 50°C (32 to 122°F)

Flow Rate None required

Sensor Immersion Depth Pressure Limits at 34 m 345 kPa (112 ft.), 345 kPa (50 psi), maximum; accuracy may not be maintained at this depth

Transmission Distance 1000 m (3280 ft.) maximum when used with a termination box

Cable Length 10 m

Wetted Materials Sensor Cap: Acrylic; Probe Body: CPVC, Polyurethane, Viton, Noryl, 316 Stainless Steel

Dimensions (D x L) 1.95 in x 10.05 in (49.53 mm x 255.27 mm)

Weight 2.2 lbs. (1 kg)

*Subject to change without notice.

9020000 Dissolved Oxygen: Hach LDO® Probe

9020000-UPGRADE LDO Probe, Mounting Conversion Adapter

9020000-SC200 LDO Probe, Mounting Conversion Adapter, sc200 controller with 2 channels

Accessories

5867000 Digital Termination Box

5796000 Digital Extension Cable, 7.7 m (25 ft.)

5796100 Digital Extension Cable, 15 m (50 ft.)

5796200 Digital Extension Cable, 31 m (100 ft.)

6860000 High Output Air Blast Cleaning System, 115 Vac

6860100 High Output Air Blast Cleaning System, 230 Vac

9253500 Air Blast Hardware Components

Mounting Kits

9253000 Pole Mount Kit, PVC

9253100 Ball Float Mount Kit, PVC

9257000 Union Mount Kit, PVC

9253400 Mounting Conversion Adapter, LDO Model 1 to LDO Model 2

7300800 1 NPT sc Sensors Flow Cell

Controllers

sc200 Digital Controllers

LXV404.99.00552 sc200 controllers, 2 channels, digital

LXV404.99.00542 sc200 controller, 2 channel, digital & mA input

LXV404.99.00502 sc200 controller, 1 channel, digital

LXV404.99.00512 sc200 controller, 2 channel, digital & pH/DO

LXV404.99.00522 sc200 controller, 2 channel, digital & Conductivity

LXV404.99.00532 sc200 controller, 2 channel, digital & Flow

sc1000 Digital Controllers

LXV402.99.00002 sc1000 Display Module

LXV400.99.1R572 sc1000 Probe Module, 4 sensors, 4 mA Out, 4 mA In, 4 Relays, 110-230V

LXV400.99.1B572 sc1000 Probe Module, 4 sensors, 4 mA Out, 4 mA In, 4 Relays, RS-485 (MODBUS), 110-230V

LXV400.99.1F572 sc1000 Probe Module, 4 sensors, 4 mA Out, 4 mA In, 4 Relays, PROFIBUS DP, 110-230V

LXV400.99.1R582 sc1000 Probe Module, 6 sensors, 4 mA Out, 4 mA In, 4 Relays, 110-230V

oRDeRinG inFoRMation

on-Line proCeSS


